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DAWN 
Exterior LED Color Changer 

�
�

�

Primarily intended for exterior architectural lighting purposes, DAWN is a high output and high quality 
IP66 rated colour changer. Fitted with the latest cutting edge technology, using high brightness and 
high efficiency LEDs, which have a multitude of benefits, including low power consumption; no moving 
parts and long light source life, giving virtually maintenance free operation; light weight and compact 
size, giving easy handing and installation. DAWN'S LED light sources are a mixture of red, green and 
blue to produce, via RGB electronic mixing, an endless palette of attractive pastel or deep colours, 
which can crossfade slowly or be snap changed as desired; the LEDs have instant response. The 
onboard control system gives stand alone colour sequence control, with master/slave selectable for 
multiple unit synchronization, or Dawn can be controlled from the dedicated IP65 Controller or any 
DMX512 controller. A choice of beam angle options are available to suit most requirements, and the 
alternative lenses are also able to be purchased separately and retrofitted if required. 

TECHNICAL SPECIFICATIONS  

Models AL 1202, AL 1204, AL 1206 �

Source 

High brightness 1.2W power LED (Light-Emitting Diode) 
units  
Continuously variable light intensity  
1-100% electronic dimming facility  
No UV  
Virtually instant light production (100 ns)  
Strobe facility (12 fps)�

Source Life The LED light sources used have an exceptionally long life: 
predicted 100,000 hours under normal operating conditions.�

Optics 

10 degrees beam angle (ordering code AL 1202)  
30 degrees beam angle (ordering code AL 1204)  
45 degrees beam angle (ordering code AL 1206)  
Optional Frost filter for 10 degrees optics version only 
(ordering code AL 1302)  
Optional 10 degrees beam set (ordering code AL 1314)  
Optional 30 degrees beam set (ordering code AL 1315)  
Optional 45 degrees beam set (ordering code AL 1316)  
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Optional expansion filter (ordering code AL 1304)�

Color Variety 

RGB additive color mixing for countless attractive saturated 
colors 
Theoretical variety of 16,700,000 color hues 
Pre-set selectable color sequences and blends�

Control Operation 

On-board Dip Switch set for digital data assignment and 
stand alone operation control  
Master and Slave  
4 channels of DMX 512 standard protocol  
Input and output DMX signal connectors  
IP65 optional dedicated DMX controller (ordering code AL 
1322)�

Electrical 
Specifications 

Power supply: standard 210-250V / 50-60Hz / 0.15 Amp.  
optional 100-120V / 50-60Hz / 0,35 Amp. (available on 
request)  
Power Consumption: 36W max at full intensity  
(full RGB)  
Self-resetting fuse protection  
Meets CE safety standards�

Housing 

Die cast aluminium body  
Scratch resistant silver-grey paint  
Easy mounting system for wall, ceiling and floor with full 
orientation capability  
Fixing yoke included  
Outdoor and indoor use  
IP66 protection rating�

External Operating 
Limits 

-20°C to 30°C (-4°F to 86°F) temperature  
0-95% relative humidity (non condensing)�

Weight 5.5 Kg�

DMX Channels 

Channel 1 - Red  
Channel 2 - Green  
Channel 3 - Blue  
Channel 4 - Dimmer / Strobe�
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