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DECK 
Interior Eyeball LED Color Changer 

�
�

�

DECK is an outstanding and attractively styled eyeball colour changer for interior environments. We 
bring to interior architectural lighting the latest cutting edge technology, using high brightness, high 
efficiency LEDs, which have a multitude of benefits, including silent operation, durability, low power 
consumption with compact size, and the long light source life with no moving parts gives virtually 
maintenance free operation. The Light Emitting Diodes (LEDs) used are a mixture of red, green and 
blue to produce, via RGB electronic mixing, an endless palette of attractive pastel or deep colours, 
which can crossfade slowly or be selected or changed individually. Control from DMX512 or user 
friendly remote infrared controller. Lighting specifiers will welcome this new lighting tool suitable for a 
wide range of applications, enhanced by the choice of beam angles. 
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TECHNICAL SPECIFICATIONS  

Models AL 1232, AL 1234, AL 1236 �

Source 

High brightness 1,2W power LED (Light-Emitting Diode) 
units  
Continuously variable light intensity  
1-100% electronic dimming facility  
No UV  
Virtually instant light production (100 ns)  
Strobe facility (12 fps)�

Source Life The LED light sources used have an exceptionally long life: 
predicted 100,000 hours under normal operating conditions.�

Optics 

10 degrees beam angle (ordering code AL 1232) 
30 degrees beam angle (ordering code AL 1234) 
45 degrees beam angle (ordering code AL 1236) 
Optional Frost filter for 10 degrees optics version onlys 
(ordering code AL 1302) 
Optional 10 degrees beam set (ordering code AL 1314)  
Optional 30 degrees beam set (ordering code AL 1315) 
Optional 45 degrees beam set (ordering code AL 1316)�

Color Variety 

RGB additive color mixing for countless attractive saturated 
colors 
Theoretical variety of 16,700,000 color hues 
Pre-set selectable color sequences and blends�

Control Operation 

On-board Dip Switch set for digital data assignment and 
stand alone operation control 
Master and Slave 
4 channels of DMX 512 standard protocol 
Input and output DMX signal connectors 
Optional remote control (ordering code AL 1320) 
IP65 optional dedicated DMX controller (ordering code AL 
1322)�

Electrical 
Specifications 

Power supply: standard 210-250V / 50-60Hz / 0.15 Amp. 
class 2 
optional 100-120V / 50-60Hz / 0.35 Amp. class 2 (available 
on request) 
Power Consumption: 36W max at full intensity (full RGB) 
Self-resetting fuse protection 
Meets CE safety standards�

Housing 

Die cast high temperature techno-polymer body 
Separate transformer unit box 
Scratch resistant white finish 
Alternative black or gold finishing are available on request 
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Easy mounting system for wall or ceiling with full orientation 
capability (360 degrees) 
45 degrees maximum inclination 
Installation cut out size 205 mm 
Indoor use 
IP20 protection rating�

External Operating 
Limits 

-20°C to 30°C (-4°F to 86°F) temperature  
0-95% relative humidity (non condensing)�

Weight 2.8 Kg�

DMX Channels 

Channel 1 - Red  
Channel 2 - Green  
Channel 3 - Blue  
Channel 4 - Dimmer / Strobe�
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